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The ACT5 digital keypad is an 
excellent addition to the range of 
standalone access control products 
with its ‘no frills’ specification, the 
only requirements are access and 
egress.

Features & Benefits

• IP55 Rated
• Polycarbonate housing with stainless steel 

keys
• Keypad Backlighting
• Surface or flush mounted
• Up to 10 user codes
• 5A, 30V DC Relay
• Potted electronics
• Incorrect code lockout
• ‘Push to exit’ input
• Toggle mode
• Mounts on to standard single gang electrical 

back box

The ACT5 comes in a stylish polycarbonate 
housing with stainless steel keys. It may be 
surface or flush mounted on to a standard 
single gang electrical back box.

The ACT5 offers simple access control with a IP 
rating of IP55, featuring exit button input and 
also incorrect code lockout.

Technical Details

Operating Voltage 12 to 24V AC/DC

Current Consumption 30/120 mA

Dimensions
(H x W x D, mm)

130 x 94 x 25 
(Surface)
128 x 94 x 18.5 (Flush)

Relay Rating 5A, 30V DC

Installation Indoor or Outdoor

Operating Temperature -10 to +50°C
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6, The Cedars Business Centre
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WS11 1QJ

Call > +44 (0) 1704 502 801

Email > sales@securefast.co.uk

Visit > www.securefast.co.uk

Technical Details

ACT5 Stand Alone, Backlit Digital Keypad

ACT5-EM Stand Alone, Backlit Digital Keypad 
with Proximity


